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HENRI COANDĂ BUCHAREST INTERNATIONAL AIRPORT – S27  CAPACITY 
DECLARATION  

IATA: OTP  |  ICAO: LROP  |  Season: Summer 2027  

 

Henri Coandă Bucharest International Airport is a Level 3 Coordinated Airport (IATA 

WASG).   

 

Runway:  

Hourly (R60) – 20 arrivals and 19 departures.  

15mins (R15) – 6 arrivals and 6 departures.  

Note – No Totals limits as runways are independent and not mixed mode.  

  

  

Active NOTAM Restrictions  

• 72-hour : PPR required for non-scheduled flights /  nonscheduled cargo flights, 

nonscheduled cargo flights carrying mil army / munitions.  

• PPR – Ad hoc non regular overnighting aircraft require approval from OTP airport. New 

requests at Initial Coordination for new overnighting/based aircraft T-coded subject to 

approval from OTP airport for parking.  

• PPR - Aircraft with wingspan greater than 65m are not allowed to operate without a 
signed agreement between airline and airport authority – special conditions applicable 
based on an aeronautical study.  (B747-800, A380),   

  

  

Terminal:  

  

Departures (T60/15) : 3800 pax/hour  

  

Arrivals (T60/15):  

Non Schengen 1400pph  

Schengen up to 2440pph (limited by Total)  



Total 2440pph  

  

Boarding Gates:  

Maximum Departure Gates: 28 (20 Schengen + 8 Non-Schengen)  

Schengen Gates (20 total)  

Non-Schengen Gates (8 total)  

  

  

Load Factors: Long-haul / Middle East 95%,  Low-cost  90%,  European Hub carriers 80%,  

Other carriers 70%.  

Local Time:  

UTC + 3:00  

All slots to be requested in UTC.  

  

  


